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THE AIR MOVEMENT GROUP

Typ / Type: ER/EQ 400-6

U 230V (50Hz)
P1 0.10 kW

IN 0.46 A

n 885 min-1
Caoov 2 uF

R G5 “C

Art.-No. : E10-40004 / E00-40004

Apfa min - Pa

Al - %
Ia/IN 1.5

A IP54
01.025
i 6/8kg

LwaArel A-bewertet bei V=0,5*Vmax
LwaArel A-weighted at V=0,5*Vmax

Lwas [dB(A)] Gehause / casing

01.025

M [Hz]

O 200 400 600 800 1000 1200 V[C.F.M] 1600
40 r0.16
Apy, ER 400-6 | Ap,
[Pa] [in.WG]
230V EQ 400-6
30 @9\ L0.12
25 N 0.10
160V \,\
20 ‘ 61 65 1-0.08
145V
s\ N\
15 130V —<>\ 0.06
NG
10 - ) 66 0.04
105V
62)dB(A
5 e 60) %X P* i
51 =8 0.02
o L] AN\
0 L0.00
0 500 1000 1500 2000  V[m¥%h] 3000
I T T T T T T T 1
000 010 020 030 040 050 060 V[m¥s] 0.80

25

112

2402
2420

88

155

Gerausche /

Sadnd]

125 250 500
55 b6 56

1K 2K 4K 8K
56 58 53 45

2403
2466

Zubehor / Accessories:




